
SEALING CONNECTOR
Watertight sealing  
of tie rods

Engineered 
design

Easy installation For tie rods of  
different sizes

6 BAR 100% water proof to

100% water proof to

with closing strip



 EXPANSION CAPACITY Sealing connector CERTIFICATEs

EXPANSION CAPACITY SEALING UFOEXPANSION CAPACITY SEALING UFO
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PRODUCT name
Ø inner diameter

PRODUCT CODE colour pieces/bag pieces/box pieces/PALLET

SEALING CONNECTOR 
with closing strip15 mm  T767A_341.ZE00-BES BLUE 50 400 7.200

 

  
waterproofing 

Solutions

T (+32) 055 39 00 20
info@bekina-besealed.com

Bekina-BeSealed.com

Bekina BeSealed NV
Berchemstraat 124
BE-9690 Kluisbergen
Belgium

Installation instructions

The Sealing Connector with closing strip is slid over the tie rod and anchored with the closing strip. The Sealing Connector with closing strip  
can be customized to your specific formwork.

Position the Sealing 
Connector against the 

tie rod

Close the Sealing 
Connector

Anchor the Sealing 
Connector using the 

closing strip

OTHER Bekina BESEALED® PRODUCTS

SEALING PLUG
Water-activated,  

self-expanding concrete plug 
for perfect spacer sealing.

SEALING UFO
This 100% watertight  

solution fills concrete cracks 
around formwork spacers.

SEALING RING
This 100% watertight  

solution fills concrete cracks 
around formwork spacers.

SEALING CONNECTOR
Designed to seal formwork 
tie rods. Anchored with the 
Sealing UFO or Sealing Ring.

POLYBAR+
A revolutionary 
development for 

construction joint sealing.


